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CR30-X

uncompromising

image quality

High image quality and throughput without compromise
The CR 30-X uses Agfa HealthCare’s long-term experience in CR
and intelligent image processing to provide image quality without

compromise.

MUSICA It scans at a spatial resolution of 10 pixel/mm before processing the
image using MUSICA?, Agfa HealthCare’s patented, market-leading

intelligent image processing software. By scanning the phosphor
plate at the full width of 43 cm, the CR 30-X combines high quality
with high throughput.

Add to this the CR 30-X’s support for all popular cassette formats,
including panoramic, and you have reliable, highest-quality image

capture.

Compact and versatile

The CR 30-X' s imaging plates are housed in a cassette that is
inserted horizontally, for a compact, table-top, single slot digitizer
that requires minimal space and offers easy integration in vans,
trucks and other mobile facilities. The result is a system that can be
used in a wide variety of environments, particularly those where

space is an issue.

The CR 30-X also comes with a range of optional accessories for
mobile usage including an all-in-one cart to keep the CR30-X
within easy reach, maximize the available space and facilitate
transportation. A mobile kit securely fixes the digitizer in a truck

or van.




Specifications

CR 30-X

NX

General

* Model number: 5175/100

¢ Single cassette feed

¢ Throughput:
35x43 cm (14x17”) = approx 60 plates/hour
35x35cm (14 x 14”) = approx 60 plates/hour
24 x 30 cm (9.5 x 12”) = approx 71 plates/hour
18 x24 cm (7 x9.5”) = approx 76 plates/hour
15x 30 cm (6 x 12”) = approx 82 plates/hour

(depending on size and application)

Display
e LED status Indicator

» Status and error messages on external PC monitor

Grayscale resolution
¢ Data acquisition: 20 bits/pixel

e Qutput to processor: 16 bits/pixel

Dimensions and weight

e (WxDxH):693x701x464mm (27.2x27.6x 18.2”)

Depth including input tray: 769 mm (30.3”)
e Weight: Approx.: 80 kg (176 1bs)

Installation
Carried out by an Agfa HealthCare qualified application engineer
* To ensure an optimal performance of this software, it will only be

installed on PCs delivered by Agfa HealthCare Compliance

Security
e HIPAA compliant (Health Insurance Portability and Accountability Act)

* Secure profiles for key users

Compliance

* NXsupports enhanced features such as RIS Protocol Codes, RIS
Mapping, Modality Performed Procedure Step (MPPS), Storage
Commit, Grayscale Softcopy Presentation State (GSPS), Grayscale
Standard Display Function (GSDF), CR or DX SOP Class for storage,

presentation or processing.

* For a complete list of the DICOM conformance statements, please visit

www.agfa.com/healthcare/dicom

* For a complete list of the IHE integration statements, please visit

www.agfa.com/healthcare/ihe

Accepted Spatial Resolution Pixel Matrix

Cassette Sizes Size

CR MDA4.0T General Cassettes

35x43 cm (14x177) 10 pixels / mm 3480 x 4248

35x35cm (14 x 14”) 10 pixels / mm 3480 x 3480

24x30cm (9.5x12”) 10 pixels / mm 2328 x 2928

18 x24 cm (7x9.57) 10 pixels / mm 1728 x 2328

15x30cm (6x 127) 10 pixels / mm 1440 x 2928

CR MD 4.0T FLFS Cassettes

35x43 cm (14 x 17%) 10 pixels/mm 3480 x 4248
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